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Spray the panel with KBS Cable Coating. Remove masking tape. Check to ensure all cables are coated on all sides.

Working from the reverse side of the panel close all gaps with mineral
wool and coat with KBS Cable Coating
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The Proven Solution

NOTE: When installing a floor penetration seal with large
openings (greater than 1 metre) the panel seal should be
supported by angular steel bars.

NOTE: Do not walk on floor penetration seals!

KBS Panel seal - completed
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Precoating KBS Panel Seals

Many clients would rather not have “wet trades” in their facilities. In this case we recom-
mend supplying precoated panels.Equipment Required-Mineral wool panels with density
greater than 150 kgs/m3 with dimensions of 1000 X 600 X 60mm

* KBS Cable Coating - Brushable or Sprayable

* Measuring Cup

* Large steel trowel

* Large table

« Wall with large nails (or hanger pins) sticking out
* PE foll

¢ Brush
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Make up a measuring cup that holds Coat the panels with the KBS Cable
} the exact amount necesary to apply the Coating by spray or by trowel.
1.6mm thickness. Pour the coating into

the centre of the panel and spread with

the trowel.

NOTE: Allow panels to dry before shipping! Allow
three days in normal (10 - 40 ©C) temperatures.
The panels can be stacked vertically or horizon-
tally. Use of the hanger pins or large nails sticking
out of a wall is effective. For shipping place PE foil
between each coated panel.

To achieve the required dry film
thickness (1.6mm) you will require

el | 3/kg/m<.
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When using precoated panels you
only need to coat the cables on site
together with any voids around the
panels and in the cables. You can also
use KBS Sealant to fill the voids.
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Making sure all areas are taped and
ready for coating

1" Sealing with KBS Sealant or brush- Coating the areas around the panel Coating the cables to complete the
i e able seal

The data contained in this document, particularly the recommendations for the application and use of KBS products are based on the manufacturer's knowledge and experience. Due to different ma-
terials and conditions of application, which are beyond our control, we recommend in any case to carry out sufficient tests in order to ensure that KBS products are suitable for the intended purpose
and applications. Therefore, any liability for such recommendations or any oral advice is expressly excluded unless we have acted wilfully or by gross negligence. Itis always the responsibility of the
installer / purchaser to guarantee correct preparation, DFT (KBS Coatings) and thickness (KBS Penetration Seals) of all KBS Materials. Antec Engineering Pty Ltd is not responsible for installation or
faulty installation. It is always the responsibilty of the installer / purchaser to guarantee and certify the installlation of materials.
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